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FEATURES

First of its kind collapsible outdoor heater reduces to 48 in.
(1.22m) height for easy transportation and storage.

Battery operated spark ignition allows for easy lighting in any
conditions.

Precision flame control allows you to set the temperature to suit
your needs and conserve fuel.

High quality electroplated and powder-coated finishes over
stainless steel construction stand up to the most rigorous
conditions.

Anti-tilt flame shut-off switch guarantees safe operation with fuel
shut-off technology for increased peace of mind.

Shatter resistant borosilicate glass tube withstands temperatures

exceeding 1000°(F) and allows for operation regardless of
dew-point, moisture presence, rain, sleet, or snow.

MATERIAL

e 304 Grade Stainless Steel

e Borosilicate Glass Tube

INSTALLATION

e Assembled

e Clearance Requirements: 24 in. (60.96 cm) (H) 36 in. (91.44 cm) (V)

OPTIONAL ACCESSORIES

e ODO-AXIS-CVR-BK Patio Heater Cover Black

SPECIFICATIONS

Certification

Height

Width (Diameter)
Weight

Rated heat input
Fuel

Gas Supply
Manifold pressure
Diameter of injector
Safety features

Gas supply pressure

CSA

70.87 in. (1.80 m)

20.3in. (51.56 cm)

75.9 Ib. (34.43 kg)

36,000 BTU/hr

LP

20 b (9 kg) LP gas cylinder
11"W.C. (28 cm)

0.077 in. (1.9 mm)

Flame failure device, anti-tilt switch
Max. 250 PSI, Min. 5 PSI

X

SICT™

OUTDOOR COLLAPSIBLE HEATER
ODO-AXIS

CODES/STANDARDS

ANS 283.26-2014
CSA 2.37-2014

WARRANTY

1 Year Limited Warranty.
One year residential/One year contract.
See website for detailed warranty information.
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AVAILABLE COLOR/FINISHES

Color tiles intended for reference only.
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Code Description

b | Br Hammered Bronze
Ca Carbon Black

St Stainless Steel

Cu Brushed Copper

Ti Brushed Gunmetal
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